INTELLIPROBE USB PROBE DRIVERS INSTALLATION INSTRUCTIONS

A.   Installing Drivers
      The CD-ROM included contains the Virtual COM Port Drivers for the USB Optical Probe.  These drivers need to be installed in
      the PC prior to using the USB Probe.
      1.   Insert the CD into the computer’s CD-ROM drive.   If the program does not run automatically, open the folder and double- 

            click on the file "CP210x_VCP_Win_XP_S2K3_Vista 7.exe" and follow the instructions on the screen.
NOTE:   The drivers can also be downloaded from our website www.intelliprobe.net under Service/Support Menu "Download
                Drivers".   This will take you directly to the Silicon Labs Website where the latest version of the drivers can be 
                downloaded depending on the PC Windows System being used.
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Welcome to the InstallShield Wizard for Silicon
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XP/2003 Server/Nista/7 v6.5
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     2.   Click "Next" to continue installation.
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License Agreement
Flease read the following iense agresment carefuly

END-USER LICENSE AGREEMENT
IMPORTANT: READ CAREFLLLY L
BEFORE AGREEING T0 TERMS

SILICON LABORATORIES INC. SILICON LABORATORIES INTERNATIONAL PTE
LTD._ ND THEIR AFFILIATES (COLLECTIVELY, "SILICON LABS") HAVE

DEVELOPED CERTAIN MATERIALS (E G DEVELOPMENT TODLS, EXAMPLE CODE,
EMBEDDABLE CODE, DLLs, SOFTWARE /COMPUTER PROGRAMS AND DTHER
THIRD PARTY PROPRIETARY MATERIAL) [LICENSED MATERIALS") THAT YOU

e USE IN CONJUNCTION WITH SILICON LABS' MCL PRODUICTS. ANY LISE OF
THE LICENSED MATERIALS IS SUBJECT 10 THIS END-USER LICENSE =

e —

© I do ot accept the tems of the cense agieement





     3.   Select "I accept the terms of the license agreement" then click "Next" to continue.
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     4.   This window shows the directory where the drivers are going to be installed in the PC, usually the root directory "C:\"  
           Click "Next" to continue.
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Ready to Install the Progiam
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     5.   Drivers are ready to be installed.   Click "Install" to continue.

[image: image5.jpg]Silicon Laboratories CP210x VCP Drivers for Windows XP/2003 Server/Vista/7 - IstallShield .
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     6.   At this point the drivers have been copied to the specified PC directory.   Click "Finish" to complete the installation.
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     7.   This screen shows the Driver Version of the CP210x USB to UART Bridge being installed.   Click "Install" to continue.
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     8.   This screen shows the driver being installed successfully.   Click "OK". 
     9.   Now connect the USB Probe to any USB port on the computer.   Then connect the Probe Head to an Optical Port on the meter
           or just press and hold the power switch in the probe head.   This will power up the Probe.   Windows will open a “Found New
           Hardware Wizard” window and it will finish installing the rest of the driver application.
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     10.  When the installation is complete, Windows will show a screen at the bottom right hand corner showing the Com Port assigned
            to the Optical probe.   If unable to see the Com Port assigned, follow the next steps under USB Probe Hardware Interface to 
            determine which COM Port has been assigned to the Optical Probe.      
B.   USB Probe Hardware Interface

       Before starting using the USB Probe, the probe COM Port needs to be identified so that the proper COM Port can be selected in 
        the Meter Reading Software being used.   (Please have the USB Probe connected to any USB port of the PC and the Probe
        Head connected to an Optical Port on a meter or Press and Hold the switch button).

       1.   Go the computer’s “Control Panel” and Select “System”.

       2.   Once in “System” select “Hardware”.

       3.   Once in “Hardware” select “Device Manager”.

       3.   In “Device Manager” select “Ports (COM & LPT)”. 

       4.   Under “Ports” the “CP2101 USB to UART Bridge Controller (COM X) should be listed.   Please note the COM Port Number
             (X) listed.   This number will be selected in the Meter Reading Software being used.   ***If any other COM Port Number is
             selected in the Meter Reading Software, the USB Probe will not function properly***.
*** Please contact Intelliprobe at 956-630-1833 with any questions or further

             assistance with this installation ***
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